===

WOODEN WOODEN POST WOODEN
G DROPPER /[\ DROPPER
I Ny T T S B T e L XXX X |x--x--
£ X-X-X= x [|¥--x--
IS X--X=-X X--X=-X X--X--X X--X-- X--X=-X X--X=-X X=-X--X X--X-- X--X=X X==X=-X X=-X--X X--X-- X--X=-X X--X=-X X--X--X X--X--
I
o X o
- C X

3.125m | 3.125m | 3.125m | 3.125m

\
<—|\ 1800mm |——>

T

2150mm
HEINING TOTALE HOOFTE

12.5m 12.5m 12.5m —

< 1880mm
I
or——° °
XX 0o Xx o x o
ol —o o

SO | N ; T T
K K

€ € E €
£ & & FASTENING TO POSTS AND
o“j f ® DROPPER SPECIFICATION

A_ B_ D_ D_ \L D_ (1) O | BINDING WIRE TIE

) x | STAPLE FASTENING

INDEKS

A STRAINING POST: 3000mm x 120 - 139mm

B ANCHOR POST: 3000mm x 120 - 139mm (H)  CROSS-BRACE WIRE ANCHOR: 4.0mm WIRE

C STAY POST: 1800mm x 100 - 119mm () BINDING WIRE TIE 2.0mm FULLY GALVANIZED WIRE

D INTERMEDIATE POST: 3000mm x 80 - 99mm (J)  FENCING STAPES 32mm x 3.15mm B SPACING .

E WOODEN DROPPER: 2100mm x 32 - 55mm (K)  GROUND LEVEL LEVEL AND BOTTOM

F FIELD FENCE: 1880mm 13-188-15/30 WIRE

G DOUBLE STRAND BARBED WIRE: 1.57mmX2 FULLY GALVANIZED (Kalahari2)



