
25m 25m 25m 25m
Ground level

(Straining Posts @ 100m 1850 x 76mm Steel Post)
Stay Posts 1850 x 48.5mm Steel Post (x2 per post)

3.125m Ridgeback Droppers H/Y-Standard Posts 

Steel Tubilar Fencing Posts 1800mm x-----x----x----x----x----x----x----x---x---- Double Strand Barbed wire 1.57mmx2 F/Galv.

Tubular Post 1800x76x1.6mm x-----x----x----x----x----x----x----x---x---- 2.24mm Highstrain Wire

Tubular Post 1800x76x1.6mm x-----x----x----x----x----x----x----x---x----
2.24mm Highstrain Wire 

Steel Standard Intermediate Posts & Droppers Netting 600x75x1.80mm
H-Profile/Y-Profile post 1850mm or 900x75x1.80mm
Ridgeback Steel Dropper 1250mm 2.24mm Highstrain Wire

Straining, Binding & Barbed wire Heavy Galvanized
High Strain Steel wire 2.24mm
Binding Wire Heavy Galvanized 2.5mm 
Double Strand Barbed wire 1.57mmx2 Fully Galvanized (Kalahari 2)
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Concrete: 450x450x600
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TYPICAL STOCK VERMIN-PROOF FENCING ± 1200mm

1250mm Droppers spaced 3.125m H-Standard/Y-Standard Posts 25m

600m 600m 600m
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